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INDEX 





5-51200 1% ton Hydraulic Service 

5-51201 1% ton Hydraulic Service 

5-51207 1 ton Road/Shop Hydraulic 

5-51208 4 ton Hydraulic Service 

5-51209 2 ton Hydraulic Service (Short Chassis) 
5-51210 10 ton Hydraulic Service 

5-51211 20 ton Hydraulic Service 


HYDRAULIC SERVICE JACKS 7 
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TRANSMISSION HANDLERS AND SHOP PRESSES 
5-51400 1% ton Mechanical Handler- Tall 
5-51401 34 ton Hydraulic Handler-Low 
5-51404 1 ton Hydraulic Handler-Low 
5-51703 15 ton Hydraulic Shop Press 
5-51705 25 ton Hydraulic Shop Press 
5-51015 12 ton Portable Hydraulic (drilled for gauge) 
5-51016 20 ton Portable Hydraulic (drilled for gauge) 
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GARAGE STANDS 
5-41600 2 ton Tall Under Hoist 
5-41601 2 ton Car Stand 
5-41602 10 ton Truck-Trailer Stand 
5-41603 2 ton Car Stand 





5-41604 2 ton Ratchet Stand 
5-41605 5 ton Ratchet Stand 
5-41606 7 ton Ratchet Stand 
5-41608 10 ton Ratchet Stand 





AUSCO/POWER HYDRAULIC EQUIPMENT 
5-52001 4 ton Ausco/Power Starter Kit ..... TA cre uate eee ers eats 
5-52002 4tOn-AUSCOLPOWGEF DEIUXE KIT « << ocainee ceca tap ae awmiienens tp 
5-52003 4 ton Ausco/Power Hydraulic Jack ..............000 ERE WR 
5-52005 AtOmAUSCOLPOWED PUNAD. sucess ds aie suc were eo wed wiper mo pene 
5-52006 4ton Ausco/Power Standard Ram ...... Bape See ees 
5-52007 4 ton. AuscolPower ShortiRaim <6. <4 scien ascends as oa cme 
5-52011 10'ton Ausco/Power Starter Kit. 2 os assis occ cee cams cee s carne 
5-52012 10 'ton AuisGolPOWEF DEHIKE KAD . 2... wc cnn eens ccrwme ens saan | 
5-52013 10'ton Auscoa/Power Aya@rauliC dack: « «snu5 <5 os ce aapemcusess Sanat 
5-52015 10'ton Ausco/POWe6r PURO) icihs 6s xis wiser n ewe Fae ee res: . 
5-52016 10'ton Ausco/Power Standard Ram ..<.6.565 603680 Glee nice as 
5-52017 10ton AuscolPower Shiort Ram << sss swie sissies aewrewe dees ea wens 
5-52018 TOtOW AUScolPower LONG RAG «0. nnservcrns 2 auniem ens s es ane 
5-52611 Sreal Tool Stand or) ies Getic dees oo 808 reg heees SiGe ROR ORES Noy 
5-52612 Steel Tool Chest (4 & TOiton Units) «ss cewa yc sxe canawes veces a ae 
5-52613 Steel Tool Chest (10'ton unit) ......... ee ea RerNe Meee ee 
5-52601 sack Gatige (4G 10 LOMjaCKkS): oo. cnnscnncesstamaney Senses eons 
5-52422 Coupler, Ramm Hallie ton) cc cccics sons ciedssccsee ve ree ine 
5-52423 Coupler, Hose Half (4 TON) oo 6 iss erwrcn enn yea ee csiene Paes Sant wek 
5-52424 Complete Coupler(4 (OM): 35.6 65 ao ov siwissen x eae cae nmin ES 08 Fae 
5-52525 Coupier,/Ram Halti(iGton) os 2<..ees09 46: Perec Teer 
5-52526 Coupler, Hose Half (10 ton) ............ Pe re ere ae 
5-52527 Complete Covioler(IOTON) 2.8 2. cecicene FOS ae Reet ETS ET Ss 5 Sisco 
5-52528 HOSE (TOTOMUNIE) coc costed i ba 5 4 Gyom hE Re OG a Ue Bee 2s ns 
5-52426 HOSGHANOM UNI): << \cvorhe owtes.cne «aaa owe ou euse le eee pret a. 












LIMITED WARRANTY 


BR ateMUFalehccleeUl acim e-lae- lal lcm ol cele [Uleiccer-ler-liat-yme(-a(-(e1 hc Maat-]<cial-]e-larem Vols duar-larciall omcolmcl Mer NZ Migelaamer-] (mel melale[ial-Le-t-11-m Ce) 
Buyer when submitted or shipped with proof of purchase date, transportation prepaid, to the nearest Authorized Service 
Depot for inspection. (Do not return to factory.) The Consumer’s remedies under this warranty are limited to repair or 
replacement of parts at the option of the Manufacturer and its designated Authorized Depot. This warranty does not cover 
Malice tate a afen’ZeMolctclaleelicclacto me) amr-1ee-lelalant-iahccm-lele(-tom Com cal-laamvVallolaW-la-Malela@a-(eolaalanl-1arel-lem ohm Cnl-M) /-laleLc-(e1(0le-1em Orman celg-leLile 
jack oil only; use of any other fluids voids this warranty as does unreasonable or improper use, such as overloading, or any 
other abusive practice or accident. 


The duration of any implied warranties arising under state law, including implied warranties or merchantability or fitness for 
any particular purpose, are expressly limited to the duration of this written warranty. 


In the event that the goods sold hereunder are defective or fail to conform to this written warranty or any implied warranty, any 
recovery of consequential damages is expressly excluded, except as such exclusion is expressly prohibited by state law. 


AUTO SPECIALTIES MANUFACTURING CO. e ST. JOSEPH, MICHIGAN, U.S.A. 49085 — 


Auto Specialties Manufacturing Company reserves the right to incorporate changes in design or 
materials affecting product improvement without obligation to incorporate such changes in 
products manufactured previous to date of change. 
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/ Ausco Portable e Hydraulic. Jacks 


“Litt, push bend and straighten ne easy way with a lightweight, portable hand jack from Ausco 


Eetusive long life, straight line valve e design 

No springs to wear out 

Easy access for repair and service 

Oil vent—protects against overtravel 

Extra-strong, large diameter extension screw (except 
20 ton model) 


Two piece handle conserves your storage space 
Designed for horizontal or vertical use 

Heavy duty malleable iron base and heat treated steel 
load rest 


* 






















































































SPECIFICATIONS Catalog Max. Low tit sts Min. Total Weight Ibs. 
Number Tons Height ne Height Size a Tit B ran 
5-51001 Ik 7'/3" Sie" | | 14” 33/8"x 51/4” 
5-51002 _ 3 8°/3" 6” | : AP /3" 45/16"x 57/8” = = a 
5-51003 © i) 8°/3” an 173/e" | 4%i6"x B6M/a" | 21" 16 
5-51004 _ 8 9M" 6/16" | 4" 197/16" '/8"x 6/2" 21" 21 
5-51005 _ 12 9'/3” 6” _3. 173/4” 55/8" x 63/4" ‘| a 
5-51006 20 10°/s” 63/4” none le" Kae zy" 42 


| HYDRAULIC UTILITY JACK 3 TON 


A super-tough, all around jack that lifts, pushes or pulls just about anything. 


Ideal for around the farm or construction sites 
Extra height for more versatility — 

Long pump handle—pump more with less effort 
Flexible load hook adjusts for ae : 


SPECIFICATIONS — Caden: (7 Caraette 


Number Tons 


5-51010 3 TON 


“At top of saddle. 


Ausco jacks are designed strictly for lifting and 
pushing operations. When working under a raised 
vehicle always use garage stands. See pages 14 
and 15 for Ausco garage stands. 





5-51003 


5 tons 


Qa 


q RCRTT ES 


Designed not to mar lift points 
Oil vent—protects against overtravel 
May be used with lift chain 


Weight Ibs. 
incl. handle 








5-51010 


3 tons 


-HLRANGE JACKS 3-5-8 - 12 TON 


Same rugged steel construction as our standard jacks but with more lifting range for your special applications. 


SPECIFICATIONS Catalog Capacity Low Weight Ibs. 
oF Number Tons Height Height Size incl. handle 
| - i- 10'/8” ’ 201/2” 45/16” x 57/3” | 15 
10'/3” 20°/s” 48/16" x 61/4" 17 
Tt” | 23" 5'/8"x 61/2" 24 
113/16” 2119/16" 55/8" x 63/4” 30 

















HEAVY-DUTY JACKS 30 - 50 - 100 TONS 


Steady, safe power for your large industrial or heavy equipment operations. 


Two-speed pump—extra power or extra speed when you ~ Positioning handles for added convenience 
need it : Heavy-duty flat surfaced base 
Dual release valve—operates from either side Drilled and tapped for optional gauge 


Oil vent—protects against overtravel 


SPECIFICATIONS Catalog ae Total Base Handle Weight Ibs. 
Number Height Size Length incl. handle 
18 















5-51007 30 a none : 7'/2"x 6"x 17/8" | 20" 70 
5-51008 50 _ i" none 19” 10"x 7'/2"x 2"/4" 20" 129 
5-51009 100 12" 66” | none | 18%6" | 12"x9%2"x 3" 20" 204 


Ausco jacks are designed strictly for lifting and 
pushing operations. When working under a raised 
vehicle always use garage stands. See pages 14 
and 15 for Ausco garage stands. 


5-51012 


5 tons 


5-51009 
100 tons 








Ausco | i raulic Service Jacks 


HYDRAULIC SERVICE JACKS 11%4- 1%2-2 TONS 


Years of trouble-free ee In service stations, shops, garages...service jacks from Ausco are tought to beat. 





Ball bearing rear casters for easy positioning 
Removable handle saves space 

High visibility white saddle and handle 
Safety valve prevents overload : 


Designed to service cars and light trucks 
Hydraulic lift unit—smooth, steady power 
Positive handle actuated release valve 
melded Bice! ee 


“SPECIFICATIONS ‘Catala Capacity | Height | Height | Handle | Chassis | Chassis} Fr. Wheel | Caster; Saddle | Weight lbs. | Replacement / 
——r—“—_—™OC Number} Tons Low | Raised} Length| Length | Height Dia. Dia. Dia. | Incl. Handle | Power Unit 















































5-51200 | —1"/4 18/4" | 50" | 24%" | 5%" | 33%” | 2Me" | 51/0” 73. | ~—_‘5-51908 
5-51201 | 1"2 20” | 50” | 26%" | 6%” | 3%” | 2Me” | 5i%4”" | 95 5-51909 
5-51209 | 2 24/0” | 50” | 32" 63a" | 33/4” | 2%” | 7” 119 5-51917 














5-51201 


1'/2 tons 


5-51200 


11/4 tons 


5-51209 


2 tons 







Ausco jacks are designed strictly for lifting and 
pushing operations. When working under a raised 
vehicle always use garage stands. See pages 14 
and 15 for Ausco garage stands. 








HEAVY-DUTY HYDRAULIC SERVICE JACKS 4- 10-20 TONS 


Power to spare and easy on you...gets the big jobs out of the way fast. 























ldeal for car repair and fleet maintenance Safety valve prevents overload 

Speed pump raises saddle to load quickly Ball bearing rear casters for easy positioning 

Welded steel construction High visibility white lift saddle 

SPECIFICATIONS Catalog Chassis | Fr. Wheel| Caster| Saddle| Weight lbs. | Replacement 

Number} Tons Low | Raised | Length | Length Dia. Incl. Handle | Power Unit 
5-51208 | = 4 | Ae" =| 25" 48” 48's" | 7/2" 41/2" 2a" | T'ie"sq 181 5-51915 
5-51210 10 =| Ge" | 26%2" | 46" 60'/2” 10” 6” 4" T/4"dia} 370 5-51918 
5-51211 | 20 7” =| 25" | 46" | 61%" | 10%" | 7” 4” | 8"dia | 531 —«|_—_—5-51919 











HYDRAULIC PORTABLE ROAD & SHOP JACK 1 TON 
The lightweight jack that goes where you do...perfect for service calls or as a spare jack around the shop. 


SPECIFICATIONS 


Catalog Number 
_ Capacity 
Saddle Low Height 





























Weighs only 35 Ibs. but easily lifts a ton 
Designed for smooth lifting and lowering 
Over-sized flat base for firm support 


2000 Ibs. 
41/4" 





























































Welded steel construction Saddle Raised Height a 
Vertical lift pattern to help prevent “pullaway” Overall Length 25" 
Easy-to-service AUSCO straight line valve system Overall Height 5°/3” 
Safety valve prevents overload Weight, Including Handle 35 Ibs. 
Convenient handle storage saves space Replacement Power Unit 5-51916 





Lifting saddle stays level at all times 


5-51207 


1 ton 





Ausco jacks are designed strictly for lifting and 
pushing operations. When working under a raised 
vehicle always use garage stands. See pages 14 
and 15 for Ausco garage stands. 


5-51210 
10 tons 


5-51211 
20 tons 






5-51208 


4tons 


6 /(Ausco 


Ausco One End Lifts 


AIR POWERED END LIFT 172 TON 


Energy absorbing bumpers can make it hard for you to reach lift points...this Air Powered Ausco One End Lift gets 
the job done fast and right. 














Damp-R-Trol® Lift Speed Governor prevents dangerous 18” reach from upright to saddle 
sudden rises Welded steel construction 
Needle roller bearing system lifts and lowers smoothly 6” x 2" Rubber wheels for easy mobility 
Operates from shop air supply or tire inflator (120 PS.1.) 4”x 6” Rubber lift pads with steel lips on front edges 
Adjusts for access to most all cars and trucks—front and rear Bumper slot adapters included 
Air control valve and safety lock release positioned for easy, Optional lift extender provides added range from 58'/2" to 
one-hand operations 831/2” (order: 5-51806 separately) 
SPECIFICATIONS Catalog | Capacity Upright Saddle ae | Min. PSI For 
Number Tons Low Height | Raised | To Saddle Spread Rear Rated Load 
551307 | ve | 10%" =| 35%” | 18” | 22%" to 579%” | 28” | 14” | 120 212, 
HYDRAULIC END LIFT 1/2 TON 
A 3 ton Ausco hydraulic unit powers this end lift for years of smooth, easy operation. 
3 ton hydraulic power unit set at one-half capacity for Full 19” reach from upright to saddle 
extended trouble free service 6” x 2” Rubber wheels for easy mobility 
Dual safety locks 4”x 6” Rubber lift pads with steel lips on front edges 
Safety valve prevents overload Bumper slot adapters included 
Fits most all cars and light trucks—front and rear Optional lift extender provides added range from 58'/2” to 
Welded steel construction 83'/2” (order: 5-51808 separately) 





SPECIFICATIONS 


Replacement 
Spread Front Rear Power Unit 


24/2" to 57°/4" 5-51907 











Catalog 
Number 





Saddle Upright 
Raised | to Saddle 


3351/4” 13" 


Capacity Saddle 
Tons Low Height 


1"/2 101/2” 



















Ausco jacks are designed strictly for lifting and 
pushing operations. When working under a raised 
vehicle always use garage stands. See pages 14 
and 15 for Ausco garage stands. 










5-51307 
14% tons 
Air Powered 
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5-51308 
1% tons 
Hydraulic 








Ausco Wheel/Door/Bumper Handlers 


DOOR AND BUMPER HANDLER 5-51501 


Turn a two man job into a one man operation—Save labor costs and increase shop output—with AUSCO’'s 


Exclusive door and bumper handle 


Handles the heaviest doors and bumpers (up to 500 Ibs.) 
with ease 

Adjusts for either application in seconds 

Mechanical screw drive for positive control—no leak or sag 
Quick set-up 

Lightweight, easily maneuvers on four ball-bearing casters 
Welded steel construction 


DUAL WHEEL DOLLY 5-51502 
















SPECIFICATIONS 





Catalog Number 
































Capacity 500 Ibs. 
Rubber Lift Pads 
Low Height 9'/4” 
Raised Height 36 1/4” 
: Reach 10” to 13” 
Spread 6” to. 35” 
Rubber Lift Pads to 
Top Door Support 40” Max. 
Top Door Support Reach 13” to 20” 
Bumper Hook Reach 6” to 17” 
Base Dimensions 28” 35" 
Weight 91 Ibs. 





Saves time and effort when you need to remove or replace dual wheels on most trucks, buses or motor homes. 


Ideal for truck or bus maintenance shops 

Smooth power—hydraulic unit easily handles heaviest 
over-road duals 

Tilt control for precise line-up of wheels and mounting lugs 


SPECIFICATIONS Catalog 


Number 
5-51502 


Ball bearing swivel 4” casters maneuver with ease—even 
fully loaded 
Welded steel construction 


ONT 6:1] MM Or Ca 
Width Dia. 


Overall 
Length 


Spread of 
Lifting Arms 
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5-51501 
4 ton 





5-51502 


34, tons 


Ausco Transmission Handlers 


HI-RANGE TRANSMISSION HANDLER 5-51400 


Wide stable base for easy positioning—accurate adjustments put you in control with Ausco. 


Mechanical operation: doesn’t sag, doesn’t leak and never Precision lifting screw works with recirculating ball bearing 
needs refilling : nut for smooth operation 

Designed for one man operation under a hoist Foot pedal release leaves hands free to work 

For passenger car and light truck transmissions Controlled tilt: 65° forward, 7° back and 15° to either side 
Easily adapts to handle torque convertors or differentials Convenient parts pan keeps nuts and bolts in one place 
Accurate adjustment for raising, lowering, and tilting Safety chain included 


Ball bearing 4” casters for easy maneuvering 


SPECIFICATIONS Catalog Trans. Low High Chassis Chassis | Caster Wheel 
Number Capacity Height* Height* Length Width Dia. 
ee 


5-51400 900 Ibs. 30/4" 263/8” 


“At Transmission Lo! 


CAR TRANSMISSION HANDLERS 5-51401 


Positions precisely for raising and lowering passenger car and light truck transmissions. 





Low 8” load point for easy access to transmissions 21%" steel casters for stability under load conditions 
Convenient controls allow easy operation when under car Welded steel construction 
360° pump handle operates from either side Side trays for tools and bolts 
Controlled tilt: 60° forward, 20° back, 15° either side Includes safety chain 
SPECIFICATIONS Catalog Chassis | Caster Wheel i Replacement 
Number i Height* Length [ ia. Power Unit 





750 lbs. | 8" 26” 313/4” 


*At Transmission Carrier. 


TRUCK TRANSMISSION HANDLER 5-51404 


A heavy-duty handler designed for years of trouble-free service in your truck maintenance shop. 


Hydraulic power unit speeds lifting and lowering Ball bearing casters and 4” wheels—maneuverable and 
Four conveniently located positioning handles stable 
Adapter tilt: 37° forward, 10° back and 11° to either side for Welded steel construction 
precise positioning 360° pump handle operates from either side 
SPECIFICATIONS Catalog ' TL Chassis Caster Wheel i Replacement 
Number i — Length TE Power Unit 
5-51404 20UU Ibs. 47"/q" 4” - 





*At Transmission Carrier. 









5-51400 


4 ton 


5-51401 


3g ton 


5-51404 


1 ton 


Ausco Hydraulic Shop Presses 


HYDRAULIC SHOP PRESS 15 TON 


An economical shop press for most automotive, industrial and shop work. For removal or installation of gears, 
axle and driveshaft bearings, universal joints, etc. Also any bending, straightening or pressing applications. 


Accommodates our regular 12 ton portable hydraulic jack Press bed adjusts in 4” increments 
5-51005 or our special 12 ton 5-51015 drilled for use with Includes one set of arbor plates (5-51813) 
optional gauge 5-51815 (order jack and gauge separately) Accessories Available 
Ram retracts automatically when jack release valve is Jack is easily removed for general shop use 
opened 
; Capacity Height Dimensions a Min. Max. Weight, Ibs. 
5-51703 15 tons 28x 30” 33/4 ann” | 19% | 





HYDRAULIC SHOP PRESS 25 TON 


Bends, straightens, holds and presses for automotive, industrial and general shop applications. 


Wide range of adjustments to maximize operations 5-51006 or our special 20 ton 5-51016 drilled for use with 
Full 55s” stroke optional gauge 5-51836 (order jack and gauge separately) 
Press bed adjusts in 4” increments Heavy duty welded steel construction 

Clear 40” throat and 20” inside width Includes one set of arbor plates (5-51835) 


Accommodates our regular 20 ton portable hydraulic jack 


SPECIFICATIONS Catalog Overall Base Ram Working Distance 
No. Capacity Height Dimensions Travel Min. WED Weight, Ibs. 


5-51705 25 tons 80" oe X23 5°/3” | 31/4" 351/4” 





SHOP PRESS ACCESSORIES 














































GAUGE Special Purpose Jack 
AND O For use with #5-51703 (1) AUSCO Hydraulic 
12 ton O Drilled and tapped for #5-51815 gauge 
HYDRAULIC and adapter (] Weight: 27 Ibs. See full specs for 
JACK 5-51005 0 Order Number 5-51015 
Nor ee eae oe 51705 (1 AUSCO Hydrauli 
or use wi - ydraulic 
INCLUDED 20 ton O Drilled and tapped for 5-51836 gauge & 


adapter (1 Weight: 42 |b. 1) See full specs for 
5-51006 (] Order Number: 5-51016 

Gauge and Adapter 

C) For use with #5-51015 12 Ton Jack () Weight: 
5 Ibs. C] Order Number: 5-51815 

Gauge and Adapter 

O For use with #5-51016 20 Ton Jack Weight: 
5 Ibs. 0 Order Number: 5-51836 

Arbor Plates 

OC For use with #5-51703 Press OU Pair of 3” x 11” 
x 1" plates 0 Two cutout sizes fit a variety of shafts 
OC Weight: 19 Ibs. 0 Order Number: 5-51813 

Arbor Plates 

0 For use with #5-51705 Press 0 3%/2” x 9"a” x 11/2" 
each plate 1 Two cutouts: 1” radius '/2” radius 
O Weight: 25.7 Ibs. per pair 1) Order Number: 
5-51835 

Axle Bearing Adapter 

O For use with #5-51703 Press L Use to replace 
bearings, gears and pulleys 0 Four cutouts fit a 
wide range of shaft sizes 0 Weight: 42 Ibs. 0) Order 
Number: 5-51816 

Safety Shield 

© For use with 5-51703 and 5-51705 Presses LC Fits 
over axle shaft to cover bearing LU) Protects 
operator from flying metal in case bearing breaks 
CO Weight: 3 Ibs. 0 Order Number: 5-51814 

Extra Press Beds 

1] Includes mounting bolts and height adjustment 
pins 0 Eliminate time-consuming bed moves 
C1 Install at bottom of press to eliminate need for 
frequent moving of top of bed O) For #5-51703 
press order 5-51817 1) For #5-51705 press order 
5-51837 











5-51705 


25 tons 
5-51703 


15 tons 
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Ausco Hydraulic Cranes 


MOBILE SHOP CRANES 12- 1-2-4 TON CAPACITIES 


Let one man do the heavy lifting and unloading around the garage, farm, airport, factory or fleet maintenance shop 
with an easy-to-maneuver crane from AUSCO’s complete line. 


Smooth hydraulic power unit lifts and lowers the heaviest Ball bearing casters on rear for maneuverability—cast steel 


loads with ease 

A wide range of capacities to match your applications 
Removable handle—with storage sleeve 
Versatile—a choice of several boom positions 
Metered release valves provide positive control when 
lowering 


CRANES WITH CANAPHIN CASTERS 
AND POLYURETHANE WHEELS 


5-51601 .. (Same specs as 6-91600).......:......... Y2 ton 
§ 51603... (Same specs as5o10g2).............. _.. | ton 
h-51600... (Same specs as 5-51605),................ 2 tons 





5-51600 


12 ton 


/(Ausco 


wheels on front axles for strength 

Welded steel construction 

Available with canaphin casters and polyurethane wheels— 
won't mar showroom floor or cause dangerous sparks 


SEE COMPLETE SPECIFICATIONS 
ON NEXT PAGE 










— eee 5-51605 


2 tons 








5-51602 


1 ton 
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SPECIFICATIONS 


PELE LTT) 


Number 


5-51600 


Base 


Width 
(Front) 


293/4" 


Capacity 
(Tons) 
5 73/4” 


3o'/2" 


matin 
Wheel 
Diameter 


Caster 
Wheel 
Diameter 





Overall 
Height 


6” 


_ Replacement 
Power 
Unit 
5-51901 


Shipping 
Weight 





5-51602 





57” 


5” 


5-51914 





5-51604 


7 
36” | 
| 


7" _| 


truck mounted 


5-51901 





-5-51605 
5-51607_ 





463/4" | 86%/4 


663/4” 





8” 





5-51902 








truck mounted | 








5-51608 


Catalog 
Number 


467/s” 84” 
Boom Height 


Maximum 


64” 


Minimum 








§-51914 





3” 
Boom Length 


Minimum 


5-51905 


Boom Capacities (Pounds) 








_Pos.2 { Pos.3j Pos.4 


Pos. 1 


Pos. 1 Pos. 2 | Pos. 3 | Pos. 4 


Pos. 2} Pos. 3 Pos. 4 





5-51600 





93." 


281/4" 


49” 


59" §9” —= 





5-51602 


105” 


§9” 


79” gg” 99” 





5-51604 


92” 





15%2" 
18” 


43” | 





62> mo) = 





5-51605 


1091/2" 


361/4" 


68 " 





83” | 94t" | 9712" 








5-51607 


91” 


16” 


431/2" 





53” | 6212" — 








5-51608 


120” 


TRUCK MOUNTED CRANES 


Easily mounted on service and delivery trucks to handle the big jobs. 


Time-tested, dependable Ausco hydraulic power unit 
Removable handle with storage sleeve 
Metered release valves provide controlled lowering 


5-51604 


12 ton 


38/4" 


66” 





80'/2” 92” 95” 


Telescoping boom—choice of three operating positions 
Welded heavy steel plate arid tubing—rigidly braced uprights 
Includes recessed mounting well 


11 






5-51819 


5-51607 


1ton 


for more 


loads. 









sheeeeecicamc 


5-51818 


MOUNTING WELLS 


You can always use an extra-well 


versatility—install on 


!oading docks, other trucks, any- 
where you'll be handling heavy 


For '/2 ton crane 5-51818 
For 1 ton crane 5-51819 


12” Raised well for '/2 ton crane 5-51820 











For 
Crane No. 
5-51818 5-51604 _ 16 
5-51819 5-51607 26 
5-51820 5-51604 47 
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Ausco Mechanical Jacks 


RATCHET BUMPER JACK 1 TON 
AUSCO Ratchet Jacks are built for years of service. 








Positive, single action lift mechanism SPECIFICATIONS 

Rectangular steel column for excellent support strength 

Precisely formed ratchet teeth assure a smooth operation Catalog No. 9-41105 
Large steel base for greater stability Capacity, lbs. | 7 2000 
Two way design—body hook fits all late model cars with Lifting range: 

bumper slots—adjustable flexible chain hook fits others Standard Hook 0 to 303/4” 


Bumper Slot Hook BY" to 34%/4" 
Base Size — 6" x8" 
Weight Ibs. (Each) 
Standard Pkg. 




















BIPOD BUMPER JACK 71 TON 


A bipod jack with a flexible chain lift member for most passenger cars—even those with slotted bumpers. 


2000 | 





Two-way flexible lift member fits most bumper designs and 
slots 


Catalog No. 
































Polyviny! coated lift member protects bumper finish ee Le 
Safety bar locks jack legs apart for stabilit rng Tange: 
Wy ee : Standard Hook 2” to 31%” 
Precision screw and bearing mechanism turns easily ayia a 
Bumper Slot Hook 63/4” to 35'/4 
Folds to save storage space : 
Weight, lbs. 22"f2 











Welded steel construction 


Standard Pkg. 1 


HEAVY DUTY BIPOD BUMPER JACK 114 TON 


A heavy-duty version of one of our most popular jacks—ideal for service Calls or as an extra jack. 


2500 






Large diameter lifting screw handles heavier loads with ease 
Time tested and proven bipod design 





Catalog No. 
































Capacity, lbs. 
Heavy gauge steel construction Lifti 
ifting range: 
Folds for storage when not in use Standard Hook 11/4" to 3344" 
Bumper Slot Hook Y’ toi” 
Weight, Ibs. 26'/2 








Standard Pkg. 





5-41105 


1 ton 





5-41204 


1 ton 





Ausco jacks are designed strictly for lifting and 
pushing operations. When working under a raised 
vehicle always use garage stands. See pages 14 
and 15 for Ausco garage stands. 


5-41205 


11/4 tons 
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TRIPOD JACKS 1 TON 


This tripod design is just right for passenger car and light truck owners. 








Self leveling rear feet maintain solid ground contact SPECIFICATIONS 

Precision screw and ball bearing mechanism for easy lifting 

Folds for compact storage Catalog No. 

Model 5-41305 with flexible lift member. Adjusts to fit Capacity, Ibs. 2000 2000 
most U.S. passenger cars and light trucks Lifting range: ' 

Model 5-41306 with the AUSCO two-way adjustable lift Standard Hook 1” to 287/3” 11/4” to 265/23” 
member. Designed for most car bumpers, with or without Bumper Slot Hook 43/4” to 30'/4” 








slots Weight, lbs. ie 19 
Standard, Pkg. 














SCISSORS JACKS 


For sports cars, recreational vehicles, boat trailers to farm equipment...super-tough scissors jacks from AUSCO. 


Acme screw assures easy lifting of even the heaviest loads Model 5-41401 equipped with lug wrench and cap remover, 
Side links designed for no-bind operation ideal for compact or sports cars 

Vertical lifting pattern provides straight line raise Model 5-41405 has two drives—4 to 1 reduction gear for 
38” 2 piece folding handle included (Except 5-41401) easy lifting of heavy loads and direct drive for speedy 


raising and lowering 


SPECIFICATIONS Catalog No. 5-41401 5-41405 5-41412 5-41414 5-41417 

























































































Capacity, lbs. 
at Raised Height | 1500 | | 4000 | 2000 3000 7 3000 
Height, Low 31/4" | 41/5" gi oe" 6" 
Height, Raised | 1414” 1477/8" 1438/3” 143/,” 17/3" 
Base | - 41/6" x6" — Be" x B" Big" xT" 43/4" x7" 43/4" x7" 
Weight with handle g 74 11 12 15 
Ibs. ; : ies a 
Standard Pkg. 5 1 1 1 1 
] 
| 
oo 







ili 






5-41417 
1% Ton 










5-41405 


2 tons 


5-41306 


1ton 











5-41305 





1 ton 5-41412 
1 Ton 
Ausco jacks are designed strictly for lifting and 5-41414 
pushing operations. When working under a raised 112 tons 


vehicle always use garage stands. See pages 14 
and 15 for Ausco garage stands. 
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Ausco Garage Stands 


TRIPOD GARAGE STANDS 


Tall Garage Stands designed for under-lift repair work. 


Especially handy for transmission, exhaust, Screw adjustment provides exact height desired 
brake and shock absorber work Welded steel construction 
Tripod design for stability 


TRIPOD STANDS 


A safety must for all under-the-car repair work 


Sturdy steel saddles Locking pin attached 
Adjustable—select the height you want Riveted steel construction 


TRUCK TRAILER STAND 


Extra-strong to support truck trailers when not in use or when repair is necessary. 


Seven height positions 
~ Locking pin attached 


———, SPECIFICATIONS 


Welded steel construction 
10 ton capacity 

















TRUCK 
TALL TRIPOD TRAILER 





















Catalog No. 5-41600 5-41601 5-41603 5-41602 
Capacity (Each) 2 tons 2 tons 





Height, Low 66/8" 16” 

























GARAGE STANDS Height, Raised 74" 232" 
ARE DESIGNED FOR Triangle Base Za. 10” 
USE IN PAIRS. Weight, Ibs. 28 each 10 pair 











5-41603 


2 tons 


5-41602 
10 tons 





5-41600 


2 tons 
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AUSCO GARAGE STANDS 2-5-7-10TONS CAPACITY 


A must for every repair facility or wherever lifting equipment is used. 


























Four legged design “Knuckle protector” handle 

AUSCO Double Lock system—two pawls engage two teeth One piece, nodular iron load bar 

on the load bar for double positive support Welded steel construction 

SPECIFICATIONS Catalog No. 5-41606 5-41608 

Capacity (Each) 2 tons 5 tons 7 tons 10 tons 
Height, Low 11” 16” 19” 19” 
Height, Raised 173/4” 253/8” 297/8” 28'/2” 
Base (Inches) 10 x 10 11x11 12'/2 x 12'/2 13'/2 x 13'/2 
Weight, Ibs. (pair) 20 33 50 74 








: GARAGE STANDS 
ARE DESIGNED FOR 
USE IN PAIRS. 










5-41608 


10 Tons 9-41606 


7 tons 


5-41605 


5 tons 
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Ausco/Power Hydraulic Equipment 


DELUXE KIT 4 TON 


Everything you need for a wide variety of auto body work, frame repair, industrial and construction jobs. 


#5-52002 Kit Includes: 


@ #5-52005 Ausco/Power Pump (4 ton) for years of trouble @ Deluxe set of 31 attachments including chains, hooks, lock 
free service pins, body spoons, extensions and more. 

m #5-52006 Ausco/Power Ram (4 ton) for steady, reliable @ Snapset tubing connectors—go together, and come apart in 
power less time for more profit on every job 

@ Hoses and detachable couplings for quick setup @ Accessories shrink packed for shipment 


STARTER KIT 4 TON 


Contains components necessary for a wide variety of auto body and frame repair, as well as many industrial 
and construction jobs. 


#5-52001 Kit includes: 


@ #5-52005 Ausco/Power Pump (4 ton) @ Starter set of 20 attachments 
@ #5-52006 Standard Power Ram (4 ton) @ Snap-set tubing connectors 
@ Hoses and couplings @ Accessories shrink packed for shipment 


ff 5.59419 5.52420 y \ 9-52400 
5-52419 » ¢ 5-52411 5-52416 5-52418 5-52406 
9-52420 fo . 
| _ 5s2at0 [| J 


; 5-52411 oan  € < 52H 
eN i aa © TER 
- . f. A Yan a PP Tih 5 2 : 
5-52410 59-5242] ACH RG OH W 5-52404 wal 


9-52400 9-52403 


ny = a) \N [A i) p _ 
a HHO oy eae 4 5-52414 


5-52406 Phar 2 
sazaig eens AW ha RA 5-52425 


ea 


PE Foe EE 


5-52405 5.52402  5-52401 5.52404 te ) Se ) : ne 
9-52417 5-52415 


Starter Kit #5-52001 Deluxe Kit #5-52002 


Includes pump, ram and Includes pump, ram and 
hoses shown below. hoses shown below. 
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HEAVY DUTY DELUXE KIT 10 TON 


Everything you need for a wide range of heavy duty frame repair as well as auto, industrial and construction jobs. 


#5-52012 Kit Includes: 

@ #5-52015 Ausco/Power Pump (10 ton) for years of trouble 
free service 

@ #5-52016 Ausco Ram (10 ton)—steady, reliable and extra- 
powerful 

@ Hoses and detachable couplings for quick setup 


HEAVY DUTY STARTER KIT 10 TON 


@ Deluxe set of 32 attachments including, chains, chain 
attachment, hooks, lock pins, body spoons, extensions 
and more 

@ Snap-set tubing connectors—go together and come apart 
in less time for more profit on every job 

@ Accessories shrink packed for shipment 


Contains components necessary for a wide variety of heavy duty auto body and frame repair, as well as many 


industrial and construction jobs. 


#5-52011 Kit Includes: 

@ #5-52015 Ausco/Power Pump (10 ton) 
@ #5-52016 Ausco Ram (10 ton) 

@ Hoses and couplings 


9-52524 


I (fe 


5-52504 5-52506 


f POLS i epean 


+3 5-52512 
a 5-52519 


we 


~ 552516 5-52520 


Heavy Duty Starter Kit #5-52011 
Includes pump, ram and hoses 
shown below. 
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@ Set of 18 attachments 
@ Snap-set tubing connectors 
@ Accessories shrink packed for shipment 


TH on: 


7° em 
| “tr 


ae A —s 
LL 5-52521 


«15. 52514 5-52524 V7 


9-52507 


5. 52508 


¢ ) 


9-52511 


5-52517 


5-52510 


9-52503 9-52505 5-52509 5-52502 
Heavy Duty Deluxe Kit #5-52012 
Includes pump, ram and hoses 
shown below. 





o- 52518 
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Ausco/Power Hydraulic Equipment 


PORTABLE HYDRAULIC POWER JACKS 4-10 TON 


These easy-to-maintain, remote control jacks deliver power where you need it, especially to hard to reach 
places on an automotive frame or body. 
@ Trouble-free AUSCO straight line valve system @ Safety valve protects against overload 


®@ Displacement type pump—less complicated, less to service @ Positive ram travel stops 
@ Easy to clean and maintain @ Spring loaded retraction mechanism 


@ Hose couplers detach quickly to save time @ Includes pump, ram, connecting hose and coupler 
@ Long wearing polyurethane seals 


POWER-4 AND Catalog Tons Closed Extended 
POWER-10 No. Capacity Ram Height Ram Height 


























STEP FEATIANS 5-52003 4 105/a" 157/3" 5-52005 5-52006 5-52426 
5-52013 10 123/8” 18 1/4” 5-52015 5-52016 5-52528 
AUSCO/POWER PUMPS 4-10TON 
These are the same, easy-to-maintain pumps as featured with our AUSCO/Power hydraulic jacks. 
@ Displacement type pump—less complicated, requires less ™@ Comfortable, non-slip rubber handles 
service @ 10 ton model has large base feet at both ends for extra 
@ Trouble-free AUSCO straight line valve system stability 
SPECIFICATIONS Catalog Oil Cap. Pump Hose Conn. Overall 
No. TA Stroke NPTF Length 
15 5/g” 





5-52005 7,000 "/4-18 143/4" 14” 
5-52015 10,000 50 7/a" 3/g-18 20" 19” 





i) | 5-52013 





= 





5-52003 





5-52015 
5-52005 
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AUSCO/POWER RAMS 


These are the same rugged rams as featured with our AUSCO/Power hydraulic jacks. 

@ Special seamless steel tubing with smoother, hard finish @ Use (5-52018) 10 Ton Long Ram for replacement unit on 
@ Long wearing polyurethane ram cup Body-Frame Straightening Equipment 

@ Includes ram caps and ram half of quick coupler 


POWER-4 AND Catalog Tons Extended Base Outside | Ram Head and Base Collar 
No. Cap. Height Dia. Pipe Thread Thread 


POWER-10 RAM 
5-52006 10°/s” 157/s” 2" 3/4"-14" 11/2"-16" 


SPECIFICATIONS 4 
52007 | |" “ge” | of 
5-52016 1233" 18/4” 1%4""-111/2" 21/4"-14" 
5-52017 55/16” Pla" 
52018 | 10S |S 16%” | 28” 


*Includes 13/4” extension screw. 


STEEL TOOL STAND 5-52611 STEEL TOOL CHEST 5-52612 
STEEL TOOL CHEST 5-52613 





































2"/4""-14" 





@ Rugged all-steel construction 


@ Three shelves for ample storage space @ 5-52612 designed for use with AUSCO/Power 4 and 10 
@ Use with Ausco/Power Kits (4 or 10 ton) ton units 
mi Rony te oeat Yeni ehameled finish Ps @ 5-52613 designed for use with Ausco Rescue Kit (10 ton) 
@ Rubber wheels with ball bearing casters for maneuverability m Removable top tray for easy access 
Dimensions: 32"x 147" x 29%8" @ All steel construction for strength 
Weight: 54 Ibs. @ Easy-to-clean—white enameled finish 
@ Convenient carrying handles 
JACK GAUGE 5-52601 Dimensions 5-52612: 253)” x 91/2” x 10/4” 
@ For use with 4 or 10 ton jacks Weight: 23 Ibs. 
@ °3” male pipe thread Dimensions 5-52613: 2811/4” x 1235/4” x 10” 
@ Select fittings according to application Weight: 31 Ibs. 
Weight: 3 Ibs. 


5-52016 





5-52018 


COUPLINGS 
5-52422 Coupler, Ram Half, 
4ton 


a a is aed 


5-52611 





5-52423 Coupler, Hose Half, 
4 ton 


552613 ~~ 





5-52424 Complete Coupler, 
4 ton 


5-52525 Coupler, Ram Half, 
10 ton 


HOSES 
5-52426 For 4 ton unit 





5-52526 Coupler, Hose half, 
10 ton 


5-52528 For 10 ton unit 


a HM snasunneane 





5-52527 Complete coupler, 
10 ton 
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Ausco/Power Rescue Equipment 


RESCUE KIT 4 TON 


Contains components necessary for most types of rescue from fires, accidents, emergencies and disasters. 


#5-52004 Kit Includes: 


#5-52005 Ausco/Power Pump (4 ton)—reliable power when 
you need it. 
#5-52006 Ausco/Power Ram (4 ton)—reliable power where 
you need it 


#5-52612 Tool Chest—all steel for strength—convenient 
carrying handles 

Snap-set tubing to save time when you need it the most 
Includes 5-52019 Spreader (Spreader 5-52021 optional) 


Complete set of 31 rescue attachments as pictured 
552413 sais yl 
559419 


552412. ¥ 
5.52411 ~  -§-52416 9-52418 5-52406 


Tee TC OY ell 


—————————— Be _ 5-52410 


© 5-52408 





5-52409 9-52421 





5-52414 


ti 


9-92425 — 
C oie 3 


5-52417 5-52019 





5-52004 


Rescue Kit 4 Ton 








Spreaders 5-52019 5-52020 

@ Choice of two models 

@ For use with 4 or 10 ton pumps 

@ 1 ton capacities 

@ Connects directly to hose or quick coupler 


Maxi-Spreader 5-52021 

@ For use with 4 or 10 ton pumps 

@ 1 ton capacity 

@ Extra spread—up to 12” 

@ Connects directly to hose or quick coupler 


SPREADERS 


Catalog Number | Max. Spread 


Catalog Number | Max. Spread 


7/2 Ibs. 
4 lbs. 


552021 1612 Ibs. 




















5-52021 5-52019 5-52020 
1 ton 1 ton 1 ton 
SPREADER ' MINI-SPREADER 


MAXI-SPREADER 


Ausco 20 


RESCUE KIT 10 TON 


Contains components necessary for most types of rescue—fires, accidents, emergencies and disasters. Has the 
added assurance of 10 tons of power. 


#5-52014 Kit Includes: Complete set of 32 rescue attachments as pictured 
#5-52015 Ausco/Power Pump (10 ton)—a power unit you #5-52613 Tool Chest—all steel for strength—convenient 
can count on carrying handles 
#5-52016 Ausco/Power Ram (10 ton)—power where you Snap-set tubing to save time when you need it most 
need it Includes 5-52019 Spreader (Spreader 5-52021 optional) 
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9-52019 5-52510 





5-52014 
Rescue Kit 10 Ton 





21 /Ausco 





n 49085 - 


chi 


h, M 


— 


osep 


J 


_ 
s 





‘0., St 


* 


Tetremere 


> 


q F ile 


jee 


T 


FAC 


MANU 


iy 


; 





SPECIALTIES 


— 
- 








AUTO 





3 











ws 








